]
A Y S S W e
FORD SMALL BLOCK V8

Standard|Optional
Throttle | Throttle

Sizes Sizes

21/4" 2 3/8"
21/2" 27/16"
29/16"
25/8"
211/16"
SVO STYLE THREE PIECE MANIFOLD WINDSOR MODEL WITH 2 5/8" THROTTLES
WITH CONSTANT FLOW METERING CONSTANT FLOW METERING
AVAILABLE FOR OPTIONS:
SVO' Y ATE S' TFS’ « Billet Spring-Screw universal throttle shaft links
» Back cut throttle shafts for increased air flow
CHAPMAN and  Streamlined throttle plates
WINDSOR STYLE + Valley plates available for tall or custom deck engine blocks

CYLI N DER H E AD S e Aluminum or stainless steel fuel rails for EFI

e 16-port barrel valve (outlet available) block-off plugs

e 16-nozzle system; barrel valve, nozzle lines, nozzles
 Barrel valve with 6AN ports

 Special linkage setups for ease of customer installation
» ‘Xtra-Light’ package on manifold castings
 Titanium ramtube adapter bolts to save weight

STANDARD FEATURES:
» 3-piece design
* Magnesium or aluminum

* Kinsler aluminum ramtubes

» Opposite rotation throttle shafts: the throttle plates on both
sides of the engine are high toward the inside of the engine

* Precision ground milled style one-piece hard-nickel plated
throttle shafts

 Throttle pulling arm on front or rear of manifold

« Billet valley plate for 8.2" (289/302 block), 9.2" W,
9.5" W, or 351C

FOR CONSTANT FLOW FUEL METERING:

« Kinsler precision distribution barrel valve

e Computer ground barrel valve spool

« Set of flowed and precision matched nozzles,
1/2-20 thread with 1" “‘AS’ style deflectors

» Nozzle hoses with 90-degree ends

e Brass 1/2-20 thread universal nozzle boss inserts

FOR EFI:

» Universal nozzle boss inserts for EFI injectors

» Machined for fuel rail mounting stanchion studs
» Bolt-on TPS boss and drive coupler

YATES MODEL WITH EXTRUDED
ALUMINUM RAILS AND TPS FOR EFI
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